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Survey No. 4329 ]

Feet.

303.65

607.3

30,0
100.0

] direct methods.

This survey was made with a Buff & Buff transit with
horizontal 1imb 5 ins. diem. having two opposite verniers;
the verniers read to one minute of arc. The instrument
was in good condition at the time of the survey and all
adjustments were in good order. 1 i

All azimuths in this record were determined by the
method of deflection angles referred to the meridian deter
mined by the following observation:

July 9, 1948 at Cor. No. 1 June No. 45 lode, in’
latitude 32°25'45"N. and longitude 111°3230"W. ,I made a
series of altitude observations upon the sun for azimuth -
at approximately equal time intervals, three each with the
telescope in direet and reversed positions, bisecting the
sun and reading the horizontal angle from the reference
roint N.E. to the sun,

Mean time of observation, 105th meridian

. stendard time %h 28m A.M.
Apparent time Oh 02m A.M.
Declination of sun at mean time of

observation i = ) 22°19t25,9"
Mean observed vertical angle to sun's

center, 49°05*'10"
Mean horizontal angle from reference

point to sun's center 52248
True bearing of reference point N.39°50'E.

The lines were measured with a Lufkin steel tape, 500
feet in length, graduated every foot, with the last foot
graduations to tenths and hundredths; and a 100 ft. steel
tape graduated to feet, tenths and hundredths; both tapes
were compared with a standeard and were correct at the time
of the survey.

All lines and connections of this ‘survey were run by

The magnetic declination observed at each corner of the
survey gave a uniform value of 15°Ea

BOBBY LODE
At Cor. No. 1 of the Bobby lode
Set an iron post, 33 ft. long, 2 ins. diam., 18 ins. in
the ground, surrounded by a mound of stone to top with
leaden cap mkd. 1 B-4329; 'from which
The E. z 'cor. Sec. 33, T. 11 S., R. 8 E., bears
S.82°40'30" E., 520.83 ft. dist.; an iron post,
l in. diam., 18 ins. above ground, firmly set.and
marked as described in the official record. °
Thence S. 7° 27' E.

Lode line; discovery point bears S.66°50'W., 1009.46 ft.
dist.

Set a pine post, 4 ins. 8q., 4 ft. long, firmly in the
ground, surrounded by mound of stone mkd. E. Cr. B.

Cor. No. 2, identical with Cor. No. 1 Eugene Mine lode
of this survey. ;

Set an iron post, 3% ft. long, 2 ins. diam., 18 ins. in
the ground, surrounded by mound of stone to top with
leaden cap mkd. 2B, 1E-4329.

Thence S. 66° 50' W.

Enter wash, 50 ft. wide.

Leave sand wash, 50 ft. wide, course northerly. “*°*
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Survey No. 4329

Feet
930.0
1408.04

1467.38

1499.484

566, 56

GOTAS

370.0
1499. 46

20.0

70,

Intersect line 4-5 Sur. No. 2513

Lode line; discovery point bears N.66°50'E., 490.0 ft.

Center gulch, 40 ff. wide, course northwesterly.

303:65i.

Center wash, 30 ft.-wide, course northwesterly.

Intersect line 3%-4 Sur. No. 2513 Ruby lode, claimant
herein at S.13°41'E., 248.45 ft. from Cor. No. 3 and
N.13°41'W., 15.55 f£t. from Cor. No. 4.

Intersect line 4-5 Sur. No. 2513 Ruby lode at S.81°57'W.,
58.82 ft. from Cor. No. 4.

Cor. No. 3, identical with Cor. No. 5 Eugene Mine lode

of this survey and Cor. No. 4 Sur. No. 1987 Strip lode,
claimant herein.

Set an iron post, 33 ft. long, 2 ins. diam., 18 ins. in
the ground surrounded by mound of stone to top, with
leaden cap marked 3 B, 5 E-4329, 4S-1987.

Cor. No. 4, Sur. No. 2513 Ruby lode bears N.76°37 145"
E., 90.16 ft. dist. .

Thence No7° 27' w.

Ruby lode at a point
from which Cor. No. 4 bears N.81°57'E., 89.68 £t. dist.

Set a pato verde post, 3 ins. diam., 34 ft. long, firmly
in the ground and surrounded by mound of stone, mkd.

%W. Cr. B,
\

Intersect line 1-2 Sur. No. 2513 Ruby lode at S.72°43'W.,
92.%3 ft. from Cor. No. 2 and N.79°43'E., 1387.07 ft.
from Cor.” No. 1l.

Cor. No. 4.

Set an iron post, 3% ft. long, 2 ins. diam., 18 ins. im
the ground surrounded by mound of ‘stome to top, with
leaden cap mkd. 4-B-4329. ;

Cor. No. 2 Sur. No. 2513 Ruby lode bears S.76°02'E.,
99.06 ft. dist. :

- Thence N.b66°50'E.

Cor. No. 1 and place of beginning.
EUGENE MINE lode
Beginning at'Cor. No. 1-of the Eugene Mine lode,
identical with Cor. Na. 2 Bobby lode of this survey;
from which

T.-11 S., R. 8 E., bears

The E. % cor. Sec. 33691 o ot
[ 2 * S *

MERs9e 15 S0 ES,
Thence S.7° 27' E.
Enter wa§h, 50 ft. wide, course northwesterly.
Leave wash.

Lode line; discovery point bears S.066°50" W., 899.46 ft.
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S

Feet

47728

497.
606.4

21374

709.
890.

901.3

SGHAST

308.7

303,6%

607.3

Set a pine post, .4 'ins. sq., 4 ft. long, firmly in the
ground, surrounded by a mound of stone,marked E. Cr. E.

Intersect line 3-4 Réleiéh.No..z lode of this surve&.
Center gulch, 20 ft. wide, course northwesterly.

Cor, Nb; 2 ‘ |

Set an iron post, 3% f£t. long, 2 ins. diam., 18 ins. in
the ground surrounded by mound of stone to top, with
leaden cap mkd. 2 E-4329.

Cors. Nos. 3 and 4, Raleigh'Nos. 2 and 1 lodes of
this survey bear . N.835°31'W., 205.79 ft. dist.

Thence S.66° 50! W.

Intersect lines 2-3. and 4-1, Raleigh Nos. 2 and 1 lodes
of this survey.

Center of wash, 30 ft. wide, course norfherly.
Trail, bears northeasterly .and aduthwesterly.

Cor. No. 5 Sur. No. 1987 Billy lode, claimant herein on
line 2-3 Raleigh No. 1 lode of this survey, which is
monumented by a pine post, 4 ins. sq. badly decayed,
set in mound of stone, mkd. 5 B-1987. I remove post.

‘At the corner point,

Set an iron post, 3% ft..long, 2 ins. diam., 18 ins. in
the ground surrounded by mound of stone to top, with
leaden cap mkd. 5 B-1987.

Cor. No. 3, identical with Cor. No. 6 Sur. No. 1987 Billy
lode, which is monumented by a pine paqst, .4 ins. . sq.,
badly decayed, and unsuitable for permanent corner. I
remove post,

At the corner point,

Set an iron posé, 34 ft. long, 2 ins. diam., 18 ins. in
the ground surrounded by a mound ¢of stone to top, with
leaden cap mkd. 3.E-4329, 6 B-1987.

Thence S.066° 40' W,

Cor. No. 4, identical with Cor. No. 1 Sur. No. 1987 Billy
lode, on line 3-4 Sur. No. 1987 Strip lode, claimant
herein, which is monumented by a pine post, 4 ins. sq.
badly decayed. I remove post.

At the corner point,

Set an iron post, 3% ft. long, 2 ins. diam., 18 inms. in
the ground surrounded by a mound of stone to top, with
leaden cap marked 4 E-4329 1 B-1987.

Thence N.7° 27' W.
Lode line; discovery point bears N.066°50'E., 600 ft. dist,

Set a palo verde post, 3 ins. diam.; 4 ft. long, firmly
in the, ground, surrounded by mound of stone mkd. W Cr E|

Cor. No. 5, identjcal with Cor. No. 3 Bobby lode of this
survey and Cor. No. 4 Sur. No. 1987 Strip lode, hereto-
fore described.
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4 Survey No. 4329
Feet
Thence N.66° 50'E, .
32.08| Intersect line 4-5 Sur. No. 2513 Ruby lode at a point
from which Cor..No. 4 bears N.81°57'E., 58.82 ft. dist.
91.42| Intersect line 3-4 Sur. No.. 2513 Ruby lode at a point
from which Cor. No. 4 bears S.,13%3°41'E., 15.55 ft. dist.
569.46| Center wash, 30 ft. wide, course northwesterly.
1399.46| Enter sand wash, 50 ft. wide, course northwesterly.
1469.46| Leave sand wash. -
1499.46|{ Cor. No. 1 and place of beginniné.
RALEIGH No. 1 lods.

At Cor. No. 1 of the Raleigh No. 1 lode, identical with
. Cor. No. 2 Raleigh No. 2 lode of this survey, on line
4-1 Sur. No. 1283, Red Ridge lode, claimant herein at
S.66° 38' W., 677.8 £t. from Cor. No. 4.

Set an iron post, 3% ft. long, 2-ins. -4iam., 18 ins. in
the ground surrounded hy a mound of stone to top with
leaden cap mkd. 1 R No. 1, 2 R No. 2-4329; from which

The cor. to secs. 33, 3%, 3 and 4, Ts. 11 and 12 S.,
R. 8 E., bears 5.85°18' 30" E., 471.5 ft. dist.
Thence S.66°38'W.
314.45|Lode line; discovery .point bears N.5°55'W., 1300.0 ft.
dist.
628.9 |Cor. No. 2, on lime 4=I Sur. No. 1983 Red Ridge lode and
. line 4-5 Sur. No. 1887 Billy lode.

Set an iron post, 3% ft. long, 2 ins, diam., 18 ins. in
the ground surrounded by mound of stone to top with
leaden cap. mkd. 2R No.l=-4329.

Cor. No. 1 Sur. No. 1983 Red Ridge lode bears S.66°
30'W., 197.1 ft. dist. .
Cor. Nos. 4 Sur. Ne. 1987 Billy lode bears S.5°55'E.,
108.0 ft. dist.
2 Thence N.5°55'W.
378. |Wash, 20 ft. wide, course southwesterly.
1373.33| Cor. No. 5 Sur. No. 1987 Billy lode, on line 2-3 Eugene
Mine lode of this survey, heretofere described.
1500. 00| Cor. No. 3.

Set an iron post, 35 ft. long, 2 ins. diam., 18 ins. in
the ground surrounded by mound of stone to top, with
leaden cap mkd. 3 R No.l-4329.

Cor. No. 6 Sur. No. 1987 Billy lode which is
jdentical with Cor. No. 3 Eugene Mine lode of this
’ survey bears S.46°33'46" W., 349.20 ft. dist.
-Thence N.66°38'E.
100. Trail, bears northerly.
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I\

Feet
230.

314.45

628.9

129.15
885.0
1200, 0
1500.0

160.0
314.45
350.0
628.90

300.0
615.0
1370.85
1500.00

Wash, 20 ft. wide, course northerly.
Lode line; discovery point S.5°55'E., 200.0 ft. dist.

Set a pine post, 4 ins. sg., 4 f£t. long, firmly in_the
ground, surrounded by mound of stone mkd. N.Cr.R.No.l.

Cor. No. 4, identical with Cor. No. 5 Raleigh No. 2 lode
of this survey.

Set an iron post, 3% ft. long, 2 ins. diam., 18 ins. in
the ground surrounded by mound of stone to top with

Cor. No. 2 EBugene Mine lode of this survey, bears S,
85°31'E., 265.79 ft. dist.

Thence S.5°55'E,
Intersect line 2-3 Eugene Mine lode of this survey.
Wash, 15 ft. wide, course southwesterly.
Wash, 15 ft. wide, course northwesterly.

Cor. No. 1 and place of beginning.

RALEIGH No. 2 lode.

At Cor. No. 1 of the Raleigh No.
No. 1983 Red Ridge lode.

.Set an iron post, 3% ft. long, 2 ins. diam., 18 ins. in

the ground surrounded by mound of stone to top with
leaden cap mkd, 1 R No.2-4329; from which

The Cor. to Secs. 33, 34, 3 and 4, Ts. 11 and 12 8.,
R, 8 E., bears S220°271'"W. 5 230736 Tt Mdiskt.

Cor, No. 4 Sur. No. 1983 Red Bidge lode bears N.G6°
38! E., 48.9 rt. dist.

Thence S.66°38'W,

Small wash, course northwest. _ _ .

Lode line; discovery point bears N.5°55'W., 1300 ft.

Small wash, course north.

Cor. No. 2.

Set an iron post, 3% ft. long, 2 ins. diam., 18 ins. in
the ground surrounded by mound of stone to top with
leaden cap mkd. 2 R No.2-43%29.

‘Thence N.5°55' W.

Wash, 15 ft. wide, course northwesterly.

Wash, 15 ft. wide, course southwesterly.

Inter?ect.line 2-3 Eugene Mine lode of this survey.

Cor. No. 3, identical with Cor. No. 4 Raleigh No. 1 lode
of this survey.

Thence N.66°38'g,

2, lode, on line 4-1 Sur.
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