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T, 11 N., Re 2 E,

-

This survey represents a dependent resurvey of a portion of the
boundaries and portion of subdivision, and survey of the
subdivisional lines of sections 1L and 23, T. 11 Ne, Re 2 E., of the
Gila and Selt River Meridien, Arizona. The north half of T, 11 N.,
Re 2 E, was surveyed by C. B, Foster in 1873,  as shown on plat
approved July 20, 1874. The south half of the township was surveyed
by- We H. Rlchards in 1916, as shown on plat approved May 1l, 1920,
The west 3 miles of the north boundary was resurveyed and the east
3 miles retraced by H. L. Baldw1n in 1918, also shown on plat -
approved May 1, 1920,

. The surwey was. executed with- a light mountain solar transit made
by W. and L. E. Gurley, Serial No. 3715L,0, constructed in accordance
with the standard instrumental specifications of the Bureau of Land
Management. The instrument is equipped with improved telescopic
solar attachment, and was in good condition prior to the beginning
of the survey, was tested and found free from appreciable error.

The measurements were made with a narrow steel tape, 5 chains in
length, graduated to tenths of a link for the first tem links, every
link for the remainder of the first 100 links, and at each 10 link
interval for the remeining L0O links. The tape was tested by com=
parison with a. standard 1 chain steel tape and found correct. - The
measurements were made on the slope, and the vertical angle of each
interval was ascertained by a clinometer in good adjustment; the
horizontal equivalents are entered in the field note record,

The geographic position of the sowtheast- corner of section 13,
Te 11 No, Rss 2 and % E., as computed from data given for the
southeast corner-of the township, as shown on plat approved May 1h
1920, is Latitude 3&' 19+ 25" N., Longltude 112° o5 2" w

The dlrectlons of all lines were determined by tran31t method
with azimuth referred.to a meridien established by an altitude-
observation on the sun as follows. e

.October.12, 1952, at camp near the west 1/16 section corner of
section 14, T. 11 N., Re 2 E., in latitude 34° 19' 27" N., longitude
112° 07' 14" W, at 8:30 a.m., Mountain Stenderd Time, I make a series
of three altitude observations of the sun for azimuth, each with the
telescope in direct and reversed positions, observing opposite limbs
of the sun.

Reéference: trunk of a tree in a northwesterly direction, horizontal
angle measured to the right from reference to the sun.

Mean observed vertical angle ====m=sm======m=a- --  21° L6 30"
Méan horizontal angle reference to sun ==-=-===== 195° 21+ oo"

Resulting bearing ====-==~==m=m==cc-- m———— -- No. 79° 02t Lo" W.

t

Dépendent Résurvey of a Portion of East Boundary, T. 11 Ney Re 2 E,

Reestablishment of ,the Syrvey Executed by
Ce Be Foster in 1873,

Beginniné at the corner of secs., 15, 18, 19, and 2, To 11 Ne, Rs.
2 and 3 E., which is monumented with a malapais stone, 18xllx6 ins.,
set and marked as described in the official record,

At the corner po{nt

Set an iron post, 28 ins, long, 2% ins. diam,, 2l; ins. in the ground,

with brass cap mkde

TLIN
) R2E |R3E

. K ’ 1952 .
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Dependent Resurvey of a Portion of East Boundary, T. 11 N., R, 2 E,

Chains

41.11

57.10
66,00
7345
79405

82,00

82,22

~411.éé
13,80
16,60
22.50

82.10 )

raise a mound of stone, 3 ft. base, 2 ft, high, W. of cor., and
bury the old corner stone alongside the iron post,

Ne. 0° 12' E., bet. secs, 13 and, 18, : . .
Over nearly level land, through scatter{hg undergrowth,
Point for the %;sec.~cor. of secse. 1% and 18, at proportionate

distance, there is no remeining evidence of the original corner,

to bedrock, and in a mound of stong to top, with brass cap mkd,
3
513 | s18 t .
1952
Descend 200, ft. over rocky N. slope,
Bottom of canyon, co;rse NE.; ascend 80 ft. over rocky SE., slope,
Top of ascent; thenge'over rolling land,

Rim of bluff, 60 ft. high, bears ESE. and WNW.; descend 100 ft.
over rocky N. slopes g :

Foot of descent, thence over bot%bm land,
Enter cultivated field, %éars E., and W,
Point for the corner of secs, 7, 12, 13, and 18, at proportionate

distance, there is no remaining evidence of the original corner.

with brass cap mkd."

1

7T11N
- R2E | R3E

o S13 | s18.
. 1952

’Along81de the iron post, sét a juniper post, 6 ft.. long,.6 ins.
‘diam,, 30 ins. in the ground.

Land, south-half,,nﬂarly level; north=half, hilly and broken.
Soil, rocky clay.
No timber; undergrowth, scattering juniper and catclaw,

Set an iron post, 28 ins. long, 25 ins, diam,, 12 ins. in the ground

Set an iron post, 28 ins, long, 2% ins. diam., 2 ins. in the ground ,

N. 0° 12! E., bet., secs. 7 and 12,

- ~

Over level bottom land, through cultivated field,

Leave fleld bears NW. and SE.

Rightbank of Agua Fria Creek, course ESE,

Left bank of creek.

T * ) |3

Leave bottom land. kscend 110 ft. over rocky S. slope.

Point for the % sec. cor. of secs, 7 and 12, at proportionate
distance, there is no remaining evidence of the original corner.

Set an iron post, 28 ins, long, 25 ins. diem,, 6 ins. in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd,

U. 8. GOVERNMENT PRINTING OFFICE i 16—28520~1
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Dependent Resurvey of & Portion of East Boundary, T. 11 N., Re 2 E.

Chains

66420

82,22

Li.11

82.22

Li0,12

%

S12 |8 7

1952
Thence over rolling land, ﬁ
Draw, course SE. *
Poi;t for t£e cor, of(secs. 1, 6, 7, and 12, at proportionete

distance, there is no remaining evidence of the originasl corner,

Set an iron post, 28 ins,., long, 2% ins, diam., 6 ins. in the ground
to bedrock,. and in- a mound of stone to top, with brass cap mkd.

T11N
R2E | R3E

1952

Land, south of creek, level bottom; north of ereek, hilly and rolling.
Soil, rocky, clay and loam, ' :

Timber, cottonwood, along creek; undergrowth, scattering juniper and
catclaw, ) '

N, 0°® 12! E., bet. secs. 1 and 6,
Over rolling 1and,‘through scattering undergrowth,

Point for the %—sec. cor. of secs. 1 and 6, at proportionate
distance, there is no remaining evidence of the original cormer,
. ER . »

Set an iron post, 28 ins. long, Z%Iing. diem., 8 ins, in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd,

1 N
%

51(s6
1952 °

The corner of Ts. 11 and 12 N., Rs. 2 and 3 E., which is monumented’
with en iroh’ post,” 3 ins. diem., set, marked and witnessed as
described in the official record., ’

Land, rolling.
Soil, rocky clay.
No timber; undergrowth, juniper, catclaw and cacti,

Dependent Resurvey of a Portion of North Boundary, T. 11 N., Re 2 E,

Reestablishment of the Survey Executed by
Ce Be Foster in 1873 . . .

From the corner of Ts. 11 and 12 N., Rs. 2 and 3 E,
N. 89° 3L' W., bete. secs. 1 .and 36.
Over rolling.lend, through scattering undergrowth,

Point for the % sec. cor, of secs, 1 and 36, at proportionate
distence, there is.no remaining evidence of the originel corner.

Set an iron post, 28 ins., long, 2% ins. diam., 18 ins. in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd.

U. §. GOVERNMENT PRINTING OFFICE ’ 16—28520-1
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BCCK 4424 L

- Dependent Resurvey of a Portion of North Boundary, T. 11 N.,, R. 2 E,

Cheins

62430
75435
77.10
8042

19.50
20,25
23495
2L.75
26455
Lo.12

561&0
58,40
6L.475
76470
80.2

S%6
$g51
1952

A ravine, course S. 10° W.
Highway fence, bears NE. and SW,
Center line of Black Cenyon Highway, bear; NE,. and SW.

Point for thekcor.-of(sezs.tl,,2, 35, and 36, at{proportionaté
distance, there is no remaining evidence of the original corner,

Set an iron post 28 ins, long, ok ins, diam., 8 ins. in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd,

T12NRZE

535 | 536
s2(s1
T11N
1952

Land, rolling. :
Scil, rocky cleay. T o v
No timber; undergrowth, scattering juniper, catclew and cacti.

N. 89° 3&'1W., bet. secs, 2 and 35.

Over rolling land, through undergrowth,

<

Thence over nearly level bottom.

Left bank of Agua Fria Creek, course S.
Right bank ©of creek. ¢
Enter dense undergrowth,

0ld road, bears NW. and SE.

Point for the %‘sec. cor. of secs, 2 and 35, at proporticnate
distance, there is no remaining evidence of the original corner.

Set an iroh post, 28 ihs. 1ong, L ins, Qiem., 2l ins, in the‘ground,
with brass cap mkd. -’ : ¢

LS5 t
s 2

Lo .o, 1952
raise a mound of stone, 3 ft. base, 2 ft. high, N. of cor,
0ld ;oaa, bears W, and SE.
Wash, 10 1lks. wide, 3 ft, deep, drains ESE,
Leave dense undergrowthj thence over rolling hills,
Wash, 5 lks. wide, L ft. deep, drains SE.
Point for the cor. of secs, 2, 3, 3l;, and 35,. at proportionate
distance, there is no remaining evidence of thg original corner,
Set an iron p;st, 28.in;; long, é% in;. diam., 24 ins. in the éround,

with brass cap mkd,.

e T - ¢
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_ Dependent Resurvey of a Portion of North Boundary, T. 11 N., Re 2 E.

Chains

31.40
uolle

79460
80.24

6.80

19,989

T12NR2E

s3l | 835

$3|s2
TIIN

1952

raisse a moumd of stone, 3 ft. bese, 2 ft, high, W, of cor.

Land, rolling.
Soil, rocky and gravelly.
No timber; undergrowth, catclaw and mesquite.

N. 89°® 34! W., bet, secs, 3 and 3L.
Over rolling hills, through scattering undergrowth,.
Draw, course ESE.

P01nt for the % = sec, cor, of secs. 3 and 3l,, at proportionate
distaence, there is no remaining evidence of +the original corner,

Set an iron post, 28 ins. long, 22 ins. diam., 2| 1ns. in the ground,
wit!: brass cap mkd. . .

L 53

e
S 3 .
1952

raise a mound of stone, 3, fte. base, 2 fto. high, N, of cor,
Graded road, bears NE, and SW.

The corner of sécse 3, L, 33, and 3L, which is monumented with an
iron post, 2 ins, diam., set and marked as described in the official
record,

Lend, rolling.
Soil, rocky claye.
No timber; undergrowth, scattering juniper and catclaw,

.

Dependent Resurvey, Portion of Subdivision of T. 11 N., R. 2 B.

‘Reestablishment of the Surveys Executed by
C. B. Foster in 1873 and W. H. Richards in 1916.

Beginning at the %'sec. cor. of secs., 23 and 2, which is
monumented with an iron post, 1 in, diam., set, marked and
witnessed as described in the official record.

. 0® 04 E., bet. secse 23 and 2&.
Over rolling land, through scatterlng undergrowth.

Draw, course SE.

Point for the N 1/16 sec, cor., of secs. 23 and 2k, at proportlonate
distance,

Set an iron post, 28 ins. long, 2% ins. dlam., 2l; ins, in the ground,
Wlth brass cap mkd, .

N 1/16
. s23 | s2
1952

U. $. GOVERNMENT PRINTING OFFICE 16—28520-1
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Dependent Resurvey, Portion of Subdivision of T. 11 N., Rs 2 E,

Chains

29.10
1,756

L,0.00

8.00
38,15
29498

| to bedrock, and in a mound of stone to top, with brass cep mkd,

raise a mound of stone, 3 ft, base, 2 ft, high, W. of cor.
Wash, 10 lks, wide, 3 ft, deep, drains ENE.

Intersect the S, bdy. of sec. 13, point for the closing corner of
secs, 2% and 2,

Set .an iron post, 28 ins, long, 2% ins. diam., 2} ins. in the ground,
with brass cap mkd, ° :

S. 1%
sz;,[szu

T11NRZE
. ¢C | ce 1
1952

Deposi% e stone, mkd. X at base of iron post.

From this corner the 1916 survey monumen%, an iron ﬁbst; 2 insl diem, |
set and marked as described in the official record, (I add the, marks
A M) bears N, 0° OL4' E., 0,077 lks. dist. .
From this sgme corner the gorner of secs, 13 and 1l;, bears N. 88°
Ll w,, 1.83% chs, dist.

Land, gently rolling,
Soil, sandy clay, -
No timber; undergrowth, mesquite, catclaw and cecti,

From the cgrner of secs, 13,.18, 19, gndvzh, on the E. bdy. of the Tp,
N. 88" L8' W., on the S. bdy. of sec, 15;

Over rolling land, . . e

Thé 1 sec. cor. of sec. 13, which is monumented with a melapais
stone, 1Lx12xl; ins., firmly set, marked % on N. face.,

At the corner point . e

Set an iron post, 28 ins. long, 2% ins. diam., 12 inse in the ground
% s13

1952

» » 3

N. 88° LLi' W., beginning new measurement.
Sheallow wash, drains S:
The closing corner of secs, 23 and 2.,

True point for the corner of secs, 1% andvlh, at proﬁortionate‘
distance, falls on cattle scale platform, there is no remaining
evidence of the original corner.

Land, rolling..
Soil, rocky clay, .
No timber; undergrowth, scattering cateclaw and cacti.

From the true point for corner of secs. 13 and 1l,

N. 0° o4t E., bet. secs, 1% and 1l,

U. $. GOVERNMENT PRINTING OFFICE 16—28520~1
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-Dependent- Resurvey, Portion of Subdivision of T. 11 N., R. 2 E,

Chains

0.10

201475

L0.95

é1.125

68450

81.90

Over gently rolling land, through scattering undergrowth,
Point for the witness corner of secs. 13{and 1.

Set an iron post, 28 ins. long, 2% ins. diem,, 2} ins. in the ground,
with brass cap mkd.

WwWC

T11NR2E
Slh”l813
S 23
1952

Deposit a stone, mkd., X at base of iron post.

Point for the S 1/16 sec. cor, of secs. 13 and 1l, at proportionate
distance.

Set an iron post, 28 ins. long, 2} ins. diam., 15 ins. in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd,

s 1/16
sil, |s13
1952
\

Point for the % sec. cor. of secs. 13 and 1L, at proportionate
distance, there is no remaining evidence of the original corner,

Set an iron post, 28 ins. long, 2% ins. diam., 6 ins. in the ground
to bedrock, end in a mound of stone to top, with brass cap mkd.

1
4

81, ['s13°
1952

Point for the N L/lé sec. cor. of secs. 13 and ih, at proportionate
distance,. '

Set an iron post, 28 ins. long, 2%’iné. d;&m., 6 ins., in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd.

N 1/16
s1l, | 813
11952

Shallow wash, drains ESE.

-

Point for the corner of secs. 11, 12, 13, and‘lh, at proportionate
distance, there is no remaining evidence of the original corner.

Set an iron post, 28 ins. long, 2% ins. diam., 6 ins. in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd.

T11NR2E

S11 | s12

S1L 1313
1952

From this corner the corner of secs. 1, 2, 35, and %36, on the N, bdy.

of the Tp., bears N. 0° 09' E., 163,80 chs, dist,
- : N

u. 8. GOVER!MENT PRINTING OFFICE » 16—28520~1
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.Dependent Resurvey, Portion of Subdivision of T. 11 N., R. 2 E,

Cheins

530
18420

27.00
31,90
3700
Lo.075

60430

80.15

1.35
5450
15.00
19.20

20400

band, gently rolling.
Soil, rocky clay.
No timber; undergrowth, scattering catclaw and cacti,

e ®

Fro;‘the corner ofcsecs. 7; 12, i}, and i8, on the E. bdy. of the Tp.
N. 89°® 00' W., bet, secs. 12 and 13,

Over nearly level land, through scat#ering undergrowth,

Ahscend 160 ft. along rocky NE. slope;

Top of bluff, 50 ft. high, bears NW, and SE,- Thence over rolling
land. " ‘ ’

Descend 90 ft. ) ’ : : "

A ravine, course NE.; ascend 80 ft,

N

Top of ascent; thence over rolling land,

Point for the %~sec. cor. of secs, 12 and 13, at proportionate
distance, there is no remaining evidence of the original corner.

Set an iron post, 28 ins. long, 2% ins, diam., 6 ins, in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd,

© 5 12
J F——

*513
- 1952

A ravine, course S,
The corner of secs, 11, 12, 13, and 1.
Land, rolling and broken,

Soil, rocky clay.
No timber; undergrowth, scattering catclaw and mesquite.

From the % sec. cor., of secs, 22 and 23, which is monumented with an
iron'post, 1-in, diam., set, marked and witnessed as described in
the official record. ¢

N. 0® 03t E., bete. secse. 22 and 23,

Over mountainous land, through scattering undergrowth,

0ld road, bears E. and W., descend 25 ft,

A ravine, course ENE.; ascend 1%0 ft.

-

Top of spur, slopes E,
A ravine, course E,
) e . . .

Point for the N 1/16 sec. core. of secs, 22 and ‘23, at proportionate
distance.

Set an iron post, 28_ins.wldng, 2% ins. diam., 6 ins. in the ground
to bedrock, and in a mound of stone to top, with brass cap mkd,

N 1/16
se2 | s23

< 1952
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